
DOOSAN DX225 LCA – CHAIN EXCAVATOR
OPERATING WEIGHT 22 TON APPROX. WITH
BUCKET 1.08 Cu.M BUCKET ( HEAVY DUTY) MY2022

HEAVYEQUIPMENT Diesel 2022

Car Code: DK22522

ENGINE & TRANSMISSION

Engine
"Doosan DB58TIS, 2 Valves per cylinder, vertical injector, water cooled, turbo charged with air
to air intercooler. The emission levels are well below the values required for phase ll,6-cylinder
, 5.8 cc".

Horsepower 115KW (154 HP) @ 1900 RPM (SAE J1995, gross)

Operating Weight 22 Ton approx

Boom 5700 mm (Heavy Duty)

Arm 2900 mm (Heavy Duty)

Track Shoe 600 mm Triple Grouser Shoes

Bucket 1.08 Cu.M M3 H class Bucket (Heavy Duty)

Attachments Rock breaker piping control breaker available

Bucket Black Color

Max. Dig. Reach 9910 mm

Country of Origin South Korea

INTERIOR FEATURES & SAFETY

7 INCH MONITOR - User Friendly LCD monitor with full access to machine settings &
maintenance Data.

WATER SPERATOR - Large capacity of additional Fuel water separator filters water in fuel &
enhance engines durability.

ADVANCED H-CLASS BUCKET - Higher Productivity & resistant steel increase bucket
solidity.

ADVANCED FRONT BUSH - EM bushing - noise free & 30 % longer lifetime than steel bush.

HEAVY DUTY FRONT - Heavy Duty arm & boom to withstand high-impact materials & also
arm center & end boss have been strengthened

TROPICAL HYDRAULIC OIL (ISO VG 68) - Maintain best performance by keeping optimum
viscosity in tropical region

ADV. UNDER CARRAIGE - Strengthen sprocket structure & tooth structure to prevent debris


