
MITSUBISHI FUSO BUS 25+1 -
SEATER, DIESEL, MY18

BUS Diesel 2018

Car Code: MBUS268

ENGINE & TRANSMISSION

MODEL MITSUBISHI 4D33-7A

ENGINE TYPE 4 STROKE-CYCLE, WATER COOLED DIRECT INJECTION, DIESEL ENGINE 4 CYCLINDERS IN LINE

Max Output (EC Net) 80KW / 3,000 rpm

Max Torque (EC Net) 304N.m / 1,600 rpm

GENERATOR 24 VOLT. AC 80 Amp.

TRANSMISSION TYPE 5 FORWARD AND 1 REVERSE SPEED 1ST TO 5TH, REV; SYNCHROMESH GEARS

TRANSMISSION MODEL M035S5

DIMENSION, CAPACITIES & SUSPENSIONS

WHEEL BASE 4,550 mm

OVERALL LENGTH 7,730 mm

OVERALL WIDTH 2,010 mm

OVERALL HEIGHT, APPROX. 2,630 mm

EMPTY VEHICLE WEIGHT 3,800 kg

MAX. GROSS VEHICLE WEIGHT 6,100 kg

LOADING CAPACITY 2,315 kg

MAX PERMISSIBLE WEIGHT 2,460 kg / 3,800 kg

FUEL TANK 100 liters

CLUTCH HYDRAULIC CONTROL, SINGLE DRY PLATE, PEDAL POWER BOOSTER

Service brake HYDRAULIC WITH VACUUM SERVO ASSISTANCE

Front Brake DISC BRAKE

Rear brake DRUM BRAKE WITH AUTO-ADJUSTER

Antilock Brake System AVAILABLE

Parking Brake INTERNAL EXPANDING TYPE AT REAR SIDE OF TRANMISSION

Auxiliary Brake EXHAUST BRAKE

PASSENGER'S SEAT HIGH BACK TYPE, FIXED SEAT, COVERED WITH KNIT.

DRIVER'S SEAT
ADJUSTABLE IN HORIZONTAL DIRECTION AND SEAT BACK ANGLE, FOAM RUBBER CUSHION
AND HEADREST COVERED WITH KNIT.

SEATBELTS Driver / Passenger ELR 3 POINTY TYPE

DOORS Entrance & Exit VACCUM TYPE AUTO, HINGED INWARD FOLDING TYPE

SEATING CAPACITY 25 PASSENGERS AND 1 CREW

STEERING
LEFT HAND STEERING. BALL NUT TYPE WITH INTEGRAL TYPE HYDRAULIC POWER BOOSTER,
TILT STEERING COLUMN.

TIRE SIZE (WHEEL SIZE) FRONT/REAR 7.00R16-12PRLT (16X5.50F:SILVER)

Front SUSPENSION PARABOLIC, LAMINATED LEAF SPRINGS WITH SHOCK ABSORBERS AND STABILIZER

Rear SUSPENSION PARABOLIC, LAMINATED LEAF SPRINGS WITH SHOCK ABSORBERS AND STABILIZER

BATTERIES 12 VOLT X 2,55D26R 48AH AT 5HR RATE

INTERIOR FEATURES & SAFETY

CIGARETTE LIGHTER 10,800kcal/h (JIS) COOLING CAPACITY

FRONT HEATER STEP GRAB RAILS STEEL PIPING

ONE INTERIOR REAR VIEW MIRROR ROOM MIRROR SUN VISOR; FOR DRIVER AND ASSISTANT



ASHTRAY; FOR DRIVER DOOR POCKET; PROVIDED ON THE DRIVER'S DOOR

SPARE TIRE AND WHEEL; 7.00R16-12PR EMERGENCY HAMMER ON THE PILLAR TO BREAK WINDOW

REVERSE WARNING BUZZER

EXTERIOR FEATURES

BUMPERS, FRONT & REAR: PRESSED STEEL, PAINTED
BUMPERS

REAL VIEW MIRRORS; TWO REAR VIEW MIRRORS

SPARE TIRE CARRIER; WIND-UP TYPE, UNDER THE REAR
OVERHANG

TOWING HOOKS; ONE PIECE, AT THE FRONT FRAME

Front window; Upper tinted laminated safety heat absorbing green glass Side window; Sliding type window / heat absorbing green glass

Window Sash Color; Silver Rear window; Heat absorbing green glass.


